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Specifications

Case Material

Keypad

Operation System
Fingerprint

Screen

CPU, NPU Processor
RAM

ROM

Binocular Camera
Logs Capacity
Verification

Face Capacity

Card Capacity
Password

Face Recognition Accuracy
|dentification Type

Recognition Speed

Recognition Distance
WDR

USB

Power Supply

Speaker Interface
Network Communication

Access Control

QR Code Scanner
Working Voltage
Product Size

Power Supply
Working Current
Auto Push Technology

‘ +91-11-435219611
+91-0811098258 &4 ) @D

Call For Enquiry

Dynamic Multi Face Recognition Terminal &
Time Attendance Management Systems

Realvision R-F02T

Aluminum Alloy
Touch Keypad
LUNUX 3.10
Optional

5.0 Inch, HD 1280 x 720, Touch Screen
1.2G Dual-Core ARM Cortex-A7, 600G (0 6T)
256MB DDR3

eMMC Flash 4GB

Multi-Face Detection

200W Colourful WDR+200W infrared Live Camera | -

@
& 2

Access Control

500000
Dynamic face recognition , Password, ID/IC Card
5000 (10000/50000 Optional )

5000 (10000/50000 Optional )
5000 (10000/50000 Optional ) e
99.70% ~

Q

RFID Reader

v

USB Disk

Dynamic Face Recognition, Password,

Face Recognition& Password

<0.2s, Support Single User / Multi Users

( At most 5 Users) Recognition at the same time
0.5-2.5 Meters

Wide Dynamic Range, Support Accurate Face

t’i))

Recognition under Strong light, dark light & Blacklight
USB2.0 x 1, Support U Disk Import/export data
DC12V interface x 1

Reserved for extended Speaker Interface

TCP/IP, support C/S Lan Communication, Wifi

Touch Screen

Battery Back-up

(Optional) T
Yes D
Support Wi-Fi (Optional)
DC 12V —
-
154mm*152mm*22mm o
DC 12V TCP/IP
Stand-by Current : 310mA, Working Current : 520mA
Yes

Http://www.realvisionsecurity.in
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